
TECHNICAL DATA 
 

Thermopolyester SB-075 FIRM 
 

2.75 oz. Rigid Stitchbonded Polyester  
 
DESCRIPTION 
Thermopolyester SB-075 FIRM is a stitchbonded polyester for use as reinforcement in cold process 
roofing systems.  Thermopolyester SB-075 FIRM is used as an integral component in numerous UL 
classified roofing assemblies. 
 
Each roof application has unique requirements and as such may require a specific system configuration and 
application.  This product is manufactured to our product specification and our only obligation shall be to replace such 
product if proven to be defective.  Thermo Manufacturing Systems, LLC does not assume responsibility for any 
defects in application of this product, or any deficiencies in any roof or substrates on which this product is applied, nor 
shall Thermo Manufacturing Systems, LLC be responsible or liable for injury, loss, or damage of any kind or 
character, direct or consequential, arising from the application, use or inability to use this product. 
 
USES 
Thermopolyester SB-075 FIRM is rigid providing less wrinkling and fishmouthing when applied to the field of a roof. 
 
COLOR 
White 
 
STORAGE STABILITY 
Store off the ground on pallets or dunnage with complete protection against weather until installed. 
 
PACKAGING 
Roll size  10 sq (40” x 324’) 
     
WARRANTY 
When installed by an approved applicator and with an approved maintenance program, various extended warranties 
are available for specific Thermo Materials® Roof Restoration Systems by notifying Thermo Manufacturing Systems, 
LLC PRIOR to job start.  Call for details regarding warranty application documentation requirements. 
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